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Ultra Tonic™ Pickup V4-CL 
Installation Instructions for Classical Guitars and Other Instruments 

 
©James May Engineering  
April 1, 2026 
Version 1.1 

Scope 
These instructions apply to Ultra Tonic pickup V4-CL, shown here. This pickup is also applicable to many 

other ethnic instruments as well as any instrument that either does not have a bridge plate, or has a thin 

and flexible bridge plate. It has three sensors and volume control wired to a disconnecting header so 

that they can be easily removed from the endpin circuit board for installation convenience. 

The main sensor consists of two 18mm discs. They are both wired to the pad marked “MAIN”, and are 

interchangeable. The feedback suppression sensor is a 21mm disc that has opposite polarity to the main 

sensors. It is wired to the pad marked “FB”.  

The main and feedback sensors are passively mixed together in the endpin circuit board by adjusting the 

12-position switch for optimum sound quality. The exact switch position used will vary from guitar to 

guitar, even of the same model. Instructions for this procedure are given in section 3 and 4. 

Version 4 of the Ultra Tonic comes standard with a shielded sound-hole mounted volume control. If not 

required, it can be removed. See instructions for removing it is section 2. 
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1. Install the sensors 
The two 18mm discs should be centered on the points where the B and A strings intersect the saddle 

line. They can be mounted to the bridge plate if there is one, or directly onto the underside of the top 

plate if there is no bridge plate. Reasonably accurate alignment of the main sensors is important, within 

2-3mm, though the more flexible the top, the less critical this needs to be. See black dots in pic below. 

The 21mm anti-feedback disc should be mounted rear of the saddle area, to the bass side. The location 

is not very critical as long as it is at least 25mm away from the main sensors and behind the saddle line. 

See the red dot in pic below for suitable locations beyond the keep out area shown with a dotted black 

line. Avoid putting it right up against a brace if possible. 

 

  

If you have the luxury, glue the sensors to the open top plate before the guitar is assembled. If you are 

retrofitting a finished guitar, the easiest way to mount the discs is to use 3/8” x 1” neodymium magnets. 

These are strong enough to penetrate all the way through the bridge and top and still provide plenty of 

clamping force. A suitable magnet is: https://www.magnet4less.com/rare-earth-magnets-3-8-in-x-1-in-

neodymium-cylinder-n42 

Use adhesive putty (like “UHU tac” or similar) to temporarily attach the sensor to the magnet, and to 
position the top locating magnet to the bridge. The putty will come off cleanly. You can do a dry fitting 
to find the exact location using just the magnets and putty, then once you have that, remove the bottom 
magnet and attach putty and disc to it. Use the force of the magnet to pull the disc into position and 
provide clamping. 

https://www.magnet4less.com/rare-earth-magnets-3-8-in-x-1-in-neodymium-cylinder-n42
https://www.magnet4less.com/rare-earth-magnets-3-8-in-x-1-in-neodymium-cylinder-n42
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It is highly recommended to use gel type superglue (also known as CA glue, or cyanoacrylate). Loctite 

Super Glue Ultra Gel Control a good choice. https://www.amazon.com/Loctite-Control-4-Gram-Bottle-

1739050/dp/B00ELV2D0Y/  

Generously apply it so that the whole surface is covered. Do not use thin and watery CA glue.  

Press firmly and hold or clamp until the glue sets up which will typically be in about 1 minute. A little 

squeeze-out is normal and indicates that enough glue was used. Leave undisturbed for 15 minutes. 

Failure to cover the whole area could result in weak output, or worse a popping sound as the top is 

flexed due to movement of the sensor relative to it. 

  

https://www.amazon.com/Loctite-Control-4-Gram-Bottle-1739050/dp/B00ELV2D0Y/ref=sr_1_3?crid=1H0RUZ2GWJR7Q&dib=eyJ2IjoiMSJ9.o0Pm_rqYTCWU_iMAkp6kqbTfA2pNGaM1mcEDQstWKwEgOmHF1Sibe6pc2zQLj9kppZ9Q63k1BsToANKoY3oXmUOnk5lscl7Q2VBYG47fedFDgA3xVyEzp2goX6hU3fnthdgblRjNS-DfzQ3KuuY7eWqr4ZXvK6fCfZAvGbSicry4meWFmuI0gUK9VP4kQfWfZZXx7d_akNuMY4pUKJfJ4Mk8E8rg6Bk51suzqZFS1go.sQcGEjv0CuhAa9YrCRs9pRsyca3Hz0xYPeVUlEXwYI0&dib_tag=se&keywords=loctite%2Bsuper%2Bglue%2Bultra%2Bgel%2Bcontrol&qid=1773794346&sprefix=loctite%2Bsuper%2Bglue%2Bultra%2Caps%2C205&sr=8-3&th=1
https://www.amazon.com/Loctite-Control-4-Gram-Bottle-1739050/dp/B00ELV2D0Y/ref=sr_1_3?crid=1H0RUZ2GWJR7Q&dib=eyJ2IjoiMSJ9.o0Pm_rqYTCWU_iMAkp6kqbTfA2pNGaM1mcEDQstWKwEgOmHF1Sibe6pc2zQLj9kppZ9Q63k1BsToANKoY3oXmUOnk5lscl7Q2VBYG47fedFDgA3xVyEzp2goX6hU3fnthdgblRjNS-DfzQ3KuuY7eWqr4ZXvK6fCfZAvGbSicry4meWFmuI0gUK9VP4kQfWfZZXx7d_akNuMY4pUKJfJ4Mk8E8rg6Bk51suzqZFS1go.sQcGEjv0CuhAa9YrCRs9pRsyca3Hz0xYPeVUlEXwYI0&dib_tag=se&keywords=loctite%2Bsuper%2Bglue%2Bultra%2Bgel%2Bcontrol&qid=1773794346&sprefix=loctite%2Bsuper%2Bglue%2Bultra%2Caps%2C205&sr=8-3&th=1
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2. Install the Volume Control 
Peel off the protective tape and firmly press the volume control board to the underside of the top so 

that the thumbwheel is accessible through the sound hole. Position it as high up on the sound hole as 

the bracing pattern will allow. This will give the easiest access for adjustment during performance. If you 

need to reposition, it will come off cleanly without damage to the wood. 

 

Option – Remove the Volume Control 
If the volume control is not required, unsolder the white and red wires from pads P4 and P5, and the 

shield connection from the rear ground plane. To complete the circuit and thus bypass the volume 

control, solder a short piece of wire between pads P4 and P5 as shown here. 
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3. Set the DIP Switch for Optimum Sound 
Use some artist tape or other easily removable tape to protect the top of the guitar. One suitable type is 

https://www.amazon.com/ProTapes-Artist-Flatback-Printable-Console/dp/B00DVB27WE/ 

Plug the circuit board onto the pickup connector and let it hang out of the sound hole. If the guitar is 

unstrung, restring it and bring it up to pitch. 

 

1. Plug it into a PA or full range instrument amplifier so you can judge the sound accurately. (Do not use 

an electric guitar amplifier, as the tonal balance can be misleading.) 

                                   Position 12 is ON                        Position 4 is ON 

 
 

• On V4, there is an additional 2-position switch (marked SW2) to the left of the main switch. This can 

be used for comparison to hear what the pickup sounds like with or without feedback reduction, or 

for diagnostic purposes when troubleshooting sensor issues. Setting position 1 to off will disconnect 

the main sensor. Setting position 2 to off will disconnect the feedback sensor. Normally this switch 

will not be used and both switches should be ON as shown in the photo. 

https://www.amazon.com/ProTapes-Artist-Flatback-Printable-Console/dp/B00DVB27WE/
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2. Note the switch marked SW1 consisting of 12 sections or positions. Each can be set ON (down) or OFF 

(up). Using a pen tip or small tool, set position 12 to ON as shown in the left photo. All the other 

switches should be in the OFF position as shown. Important Note: only one position at a time should 

ever be set to ON. 

3. Play the guitar and make a mental note of the bass response, tap the top to get an idea of the tap 

sensitivity. Turn up the volume to see where it starts to feedback. 

4. Then in turn, one at a time, set the current switch position back to OFF, and set the next lower 

switch position to ON. Play and listen and tap, then set that switch position back to OFF. For each 

successively lower numbered switch position, you should be hearing less bass and less feedback 

sensitivity.  

5. But, at some point as you go lower in number, you may start hearing more bass. The switch position 

with the least bass is the setting for maximum feedback suppression.  Make a note of which number 

this is. (This position will typically be in the middle range between position 3 and 9, but could be at 

the lower or higher extremes.) It is quite possible that two switch positions will give about the same 

minimum bass response. In that case, the higher of the two should be considered the setting for 

maximum feedback suppression. 

6. The optimum setting will usually not be the position with the most feedback immunity. It will be the 

next higher switch position, or possibly the one after that. It is up to you to decide as you fine tune 

the sound to your liking in the next section. For example, if switch position 5 has the least bass, then 

switch position 6 or 7 will be optimum, depending on your tastes and how much feedback 

suppression you need. Switch position 6 will have more feedback immunity than switch 7 in this 

example. Switch position 5 will have the most, but will likely be too dry sounding. 

7. Note that due to an anomaly in the circuit design, having no switch positions set to ON is the same 

as having switch position 5 ON. Don’t let this throw you off, just ignore it. 

4. Fine tune to taste 
While playing the guitar plugged into a full range amplifier, listen to the difference in sound between the 

following two scenarios: 

• Feedback suppression disabled – SW2 position 2 is OFF. With this setting, the anti-feedback 
sensor is disconnected. Depending on your specific guitar, it will likely be somewhat muddy in 
the low end, and a bit dull in the highs. Try tapping on the top and turn up the amp to get a 
sense of how easily the guitar feeds back. 

• Feedback suppression enabled, – SW2 position 2 is ON. With this setting, the pickup will have a 
lively but controlled bass response, and not be too boomy or too muddy at all. You should still 
get plenty of top plate sensitivity to tapping. If you need to make adjustments to the SW1 
position that is set to ON, now is the time. 
 

Additional useful info: 
When the switch is set to the max feedback suppression position the sound may be a little too dry and 

tight, and the bass a bit too thin. 

Higher switch numbers will give progressively more bass and more top responsiveness, with 

progressively less feedback immunity. Those positions won’t take anything away from the direct string 

sound.  

Lower switch numbers than the max suppression position will usually have progressively more feedback, 

and less direct string sound. These positions usually don’t sound as good and are not recommended. 
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5. Wrap it up 
Mount the circuit board with endpin jack in the end block of the guitar, in the usual way. It’s important 
to keep the wires from contacting the top or back of the guitar during normal playing and moving. You 
can twist the assembly to shorten the span so that the wires hover inside without touching anything. If 
necessary, you can use a tie-wrap or some self-fusing silicone rubber tape to hold the wires together 
midway. Alternately, you might use an aluminum tie down clamp stuck to the guitar side to hold the 
wires, especially for the volume control wire.  
 

Wiring a secondary pickup 
Should you need to wire a passive second pickup to the RING connection, it can be soldered to the P1 
pad (marked R above) and the ground plane on the back.  
 
Note: Active (battery powered) secondary pickups are not supported by the Ultra Tonic, since they 
almost always require a connection to RING to complete the battery connection for power on. You 
would need to mount a second dedicated end-pin jack to accommodate this. 
 
For additional support contact James May Engineering: 

james@jamesmayengineering.com 

530-362-8891 

 

mailto:james@jamesmayengineering.com

